GMTCNT TSG-H150E / TSG-150E

Human Machine Interface Operator Panel
Kullanim Talimatlari

1. Kurulum Hakkinda Notlar

1.1 Cevre Sartlar

Calisma ortami sicakhgi: TSG-H150E / TSG-150E insan-makine arayiizi tasarim
ozellikleri, 14 ° F ila 131 ° F (-10 ~ 55 ° C) arasindaki endustriyel ortamlarda kararli
calismasini saglayabili. NEMA korumasi: TSG-H150E / TSG-150E HMI'nin 6n paneli

NEMA1 korumasina uygundur. Cihazin montaji yapilirken, AC gli¢ kablolarinin, PLC

¢lkis moddllerinin, kontaktérlerin, rélelerin ve buna benzer diger elektriksel birimlerin

cihazin arka bélgesinden uzakta olmasina 6zen goésterilmelidir.

Asagidaki durumlarda kullanmayiniz: Asagidaki alanlarda

»  Dogrudan giines 1siginin alindigi, kullanilirken koruyucu
»  Hizh sicaklik degisiminin veya ylksek kullaniniz:
nemin oldugu, >  Statik Elektrik veya diger
»  Patlama tehlikesi olan, gurdlta sekilleri,
»  Yanici gazlarin bulundugu, »  GUglu Elektromanyetik
»  Buharli ve tozlu alanl yerler,
»  Sarsintil veya titresimli ortamlarda, »  Radrasyona maruz
»  Ana lniteye dogrudan titresim ve kalabilecek yerler,
sok veren yerler »  Gug kaynagina yakin

1.2 Gii¢ Gereksinimleri

e Girig Gerilimi: DC21V~DC28V.

o Uriin ve konverterler veya kesintisiz gii¢c kaynagi arasinda yeterli mesafe
olmalidir. Bu tur cihazlarin giris ¢ikislarinda ekranl kablo kullanildigina ve
bunlarin topraklama hattina bagli olduguna emin olunuz.

e DC kaynaklar ana AC gli¢ kaynagindan izole edilmelidir.

e  Sirekli ylik veya control cihazinin giris devresi ile ortak gli¢ kullanmayiniz.

e lgerdeki sigorta asiri gerilim durumunda cihazin zarar gérmesini
onleyecektir. Ancak, icerdeki elektronik parcalarin zarar gérmeyecegi garanti
edilmemektedir.

2. Montaj Aciklamalari

2.1 Ebatlar (mm)
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2.2 Montaj Talimatlan

Cihazi yuva kesiti icerisine yerlestiriniz. Kutunun etrafindaki 4 adet tutturma aparatini
kaydirin. Vidalar esit bir sekilde, operator panelin igine saglam bir sekil
tutturuldugunda emin oluncaya kadar sikiniz.

* Nema -4 6zelliklerinin ayarlarini yapmak i¢in, tim montaj aparatlar
kullaniimalidir ve panel egilmemelidir. Montaj aparatlarini asiri derecede
sikmamaya 6zen gosteriniz!

2.3 Gii¢ Baglantilari
e  Gug kaynag kablolari igin litfen glvenlik sarthamelerine uygun olan
dielektrik degree ve akim degerlerine sahip kablolar seginiz. Glig
terminalleri paketleme kutularinin igerisinde paketlenmis haldedir.
e CDC hattinin artisini ‘DC24V’ terminaline ve eksisini de ‘-‘ terminaline
baglayiniz.
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3. Baglanti Diyagrami

3.1 Gii¢ Terminali

[USE HOST | [cOoMO/COMZ | [Ethernet |

[usesiave] [comI/cOM3]
I

OO loep aep BLdo , |

1
ST ‘i

Pin Aciklama
1 DC24V
2 GND
FG

3.2 SD KART (TSG-H150E)

Baglanti Standart SD kart arayuzi
Port Veri depolama ve kullanici konfiglirasyonu yiikleme / indirme
Fonksiyonu icin SD kart panele dahil edilebilir.

3.3 Ethernet (E model)
10M/100M adaptive Ethernet RJ45 port.

Baglanti Standart RJ45 ethernet kablosu.
Port Program ylkleme / indirme , online similasyon ve bu port
Fonksivonu Uzerinden birden gok HMI birbirlerine baglanabilir. HMI ve PLC
y arasinda Ethernet portu ile haberlesme saglanabilir.
3.4 USB HOST
Baglanti USB disk ya da USB arayuizi ile baglayiniz.
Port USB klavye, mouse ve yazici bagdlanabilir. USB diske veri
Fonksiyonu depolanabilir. USB disk Gzerinden program yikleme / indirme

yapilabilir

3.5 USB SLAVE

Baglanti Standart USB kablosu ile bilgisayara baglayiniz.
Port . _— -
Fonksiyonu Program ylkleme / indirme yapilabilir.

3.6 COMO & COM2

COMO & COM2, 9 Pinli erkek D-SUB’'un COMO RS-232/485/422

@ @ destekler. COM2 RS232 destekler.
| PLC (COMO) | PLC (COMO) | PLC (COMO) P(g(/),\':;l'é)c
Pin Symbol RS-422] | [Rs-485] | [RS232] | (N
1 Rx(B) | RS422R- | RS485B
2 RxD PLC RS232 RxD
3 TxD PLC RS232 TxD
4 Tx- RS422 T-
5 GND Signal Ground
6 RxHA) | RS#22R+ | RS485A
7 RxD PC RS232 RxD
8 TxD PC RS232 TxD
9 Tx+ RS422 T+

3.7 COM1 & COM3 ( SADECE TSG-H150E)

oWl ©

COM1 & COM3, 9 pinli erkek D-SUB’un, COM1 RS232/485/422
iletisim fonksiyonlarini, COM3 RS485 haberlesme fonksiyonunu

destekler.
COM1 COM1 COM1 COM3

Pin Symbol [RS-422] [RS-485] [RS-232] [RS-485]

1 Rx-(B) RS422 R- RS485 B

2 RxD PLC RS232 RxD

3 TxD PLC RS232 TxD

4 Tx- RS422 T-

5 GND Signal Ground

6 Rx+(A) RS422 R+ RS485 A

7 RxD PC RS485B

8 TxD PC RS485A

9 Tx+ RS422 T+

4.1 isletim modu segim penceresine giris

Cihaza enerji verilmeden 6nce ekrana basili tutulup enerji verildiginde segim
penceresi (Isletim Menisi) goérintiilenecektir.

4.2 isletim modu segim penceresi modlari

System Setup : Bu meniiden agilis penceresi numarasi, screen saver
zamani , buzzer aktif ve pasif durumlari ,parlaklik gibi ayarlar yapilabilir.

Firmware Update : Firmware guincelleme igin kullanilan bu menu bilingli
kullaniimalidir.

Touch Calibration : Dokunmatik ekran kalibrasyonu menisudyir.

Stop timer : 20s lik zamanlayiciyr durdurmak igin kullanilir. Zamanlayici,
herhangi bir islem yapilmadigi zaman bekleme siresidir.

GMT Endiistriyel Elektronik San. ve Tic. Ltd. Sti.
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GMTCNT TSG-H150E / TSG-150E

Human Machine Interface Operator Panel
Installation Instruction

1. Installation Note

1.1 Environmental Requirement

Operating temperature: TSG-H150E / TSG-150E HMI can work stably in most industrial
environments that the temperature between 14°F t0131°F (-10~55°C).
NEMA rating: This Series HMI frontpanel is NEMA 1 rated.

Please do not use in the following Please take shielding

places: measures in the
»  Places direct in sunlight following places
»  Surrounding temperature and humidity >  Places that exist
beyond the specifications electrostatic or other kinds
»  Places of temperature changes sharply and of noise
easily cause condensition >  Places of strong

»  Places that exist corrosive gas and
combustible gas
>  Places of much dus, dirt, salt and iron

electromagnetic
Places that may be
exposed to rays

powder

»  Places that will be splashed water oil and Places near the power
drugs

»  Places that bring direct vibration and shock
to host

1.2 Power Requirement

e Input voltage: DC21 V~ DC28V

e Particularly note that there must be enough distancee between this product
And converters or switch mode power supply, Make sure that the input and
output cables of that kind equipment are shield cable and the shielding network
is connected with the ground.

e Make sure that the DC power and AC power is isolated.

e Do not use common power with perceptual load or input circuit of the controller.

Note: An internal fuse will prevent damage for over voltage condition, however it

isn’t quaranteed the internal electronic components are not damaged.

2. Installation Description

2.1 Dimensional Drawing
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2.2 Fixed Screw Installation Instructions

The product is put into the well mounted hole of the machine control box’s panel, and
the mounting screws are inserted into the fixing holes around the HMI shell from the
back of the contr=! ==:’s panel. Recommended lock torque: 0.5N.m (to waterproof
effect and avoid shell deformation)

2.3 Power Connection

o Before connecting the power, please make sure all local and national
electrical standards are met.For power cables,please select cables with their
dielectric strength values and current values in compliance with the safety
specifications.

e First find the power terminal at the back of the product and loosen the screw
according to counterclockwise, then insert the power cables and tighten the
screw up.

e Connect positive DC line to the ‘DC24V’ terminal, the DC ground to the
‘GND’ terminal and the ground line to the 'FG’ terminal.

3. External Interface

3.1 Power Terminal

[USE HOST | [cOoMO/COMZ | [Ethernet |

[usesiave] [comI/cOM3]
I

1
— T Y'Y T T —
i =3 ST Il
Pin
1 DC24V
2 GND

FG

3.2 SD CARD (TSG-H150E)

Standard SD card interface

The SD Card can be inserted in through this interface for Data
storage and user configuration uploading/downloading

Connection

Port Function

3.3 Ethernet (E model)
10M/100M adaptive Ethernet RJ45 port.

With CAT5 UTP cable connected to the Ethernet device

The port can be used for upload/download of HMI configuration, setting of system
parameters and online simulations of configurations. It can connect multiple HMI is via the
Ethernet to form an HMI network. Furthermore, it can implement communications
between HMI and PLC via the Ethernet, as well as communications with a PC via the
Ethernet port.

Connection

Port Function

3.4 USB HOST

Connection Connect with USB interface devices or U disks

This interface can be connected with USB keyboard, mouse
Port Function | and printers, and the U disk can be used for user’s configuration
uploading/ downloading as well as data storage.

3.5 USB SLAVE

Connection Standart USB kablosu ile bilgisayara baglayiniz.

Port Function Program ylkleme / indirme yapilabilir.

3.6 COMO & COM2

oEll

Pin assignment of the 9-pin male, D-SUB, COM0O/COM2.Note:
RS232/485/422 communication functions are supported by
COMO0.COM2 supports RS232 communication function

| PLC (COMO) | PLC (COMO) | PLC (COMO) P(géﬁéf
Pin Symbol [RS-422] [RS-485] [RS-232] o 250)
1 Rx-(B) RS422 R- | RS485B
2 RxD PLC RS232 RxD
3 TxD PLC RS232 TxD
4 Tx- RS422 T-
5 GND Signal Ground
6 Rx+(A) | RS422R+ | RS485A
7 RxD PC RS232 RxD
8 TxD PC RS232 TxD
9 Tx+ RS422 T+

3.7 COM1 & COM3 (TSG-H150E)

I &

Pin assignment of the 9-pin male, D-SUB, COM1/COM3.Note:
RS232/485/422 communication functions are supported by
COM1.COMS3 supports RS485 communication function.

COM!1 COM1 COM1 COM3

Pin Symbol [RS-422] [RS-485] [RS-232] [RS-485]

1 Rx-(B) RS422 R- RS485 B

2 RxD PLC RS232 RxD

3 TxD PLC RS232 TxD

4 Tx- RS422 T-

5 GND Signal Ground

6 Rx+(A) RS422 R+ RS485 A

7 RxD PC RS485B

8 TxD PC RS485A

9 Tx+ RS422 T+
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